
SHOWER VALVES

ENSURING A CONSTANT AND SAFE TEMPERATURE 
FOR THE BEST SHOWER EXPERIENCE.

Every Speakman commercial shower valve has been engineered to not only regulate water 

temperature, but also balance pressure to deliver an uninterrupted shower experience.
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PRESSURE-BALANCED

Water is nearly constant in temperature 
via a pressure-balance piston, despite 
pressure fluctuations in either the hot  
or cold supply lines.

•	 Constant temperatures
•	 Durable brass body
•	 Diverter option available
•	 Integral stops
•	 Cold or hot water failure (shut down) 

reduces flow to 0.5 GPM or less

THERMOSTATIC

Blends hot and cold water via thermostatic 
shuttle element to ensure constant and  
safe temperatures, preventing scalding.

•	 Prevents scalding
•	 Durable brass body
•	 Temperature-limit stop (TLS)
•	 Integral stops

THERMOSTATIC/PRESSURE-BALANCED

Combines both pressure-balance and 
thermostatic technologies to provide 
superior tepid water management and  
scalding protection.

•	 Prevents scalding
•	 Durable brass body
•	 Pressure-balance piston backup
•	 Temperature-limit stop (TLS)
•	 Integral stops
•	 Retrofit to pressure-balance valve body
•	 Rated to work with showerheads from  

2.5 GPM to 1.5 GPM
•	 Adjustable temperature-limit stop
•	 Cold water failure (shut down) reduces flow 

to 0.5 GPM or less

TWO-WAY TRANSFER VALVES

These valves allow you to independently 
control water flow between two different 
fixtures in your shower.

•	 Durable brass body
•	 Ceramic cartridge 
•	 Mounting plate hardware included

TWO- OR THREE-WAY TRANSFER VALVES

These valves allow you to independently 
control water flow between two or three 
different fixtures in your shower.

•	 Durable brass valve body
•	 Ceramic cartridge 
•	 Mounting plate hardware included
•	 Various connection types available,  

NPT, Press and PEX

DETAILS

SHOWER VALVE TYPES



800.537.2107 Page 3

Non-Diverter Diverter

PRESSURE-BALANCED
CPV-PB, CPV-PB-PXE, CPV-PB-PXC, CPV-PB-DV, CPV-PB-DV-PXE, CPV-PB-DV-PXC

DIVERTER

CPV-PB-DV 
(Sweat and Thread)

CPV-PB-DV-PXE 
(PEX Cold Expansion)

CPV-PB-DV-PXC 
(PEX Crimp)

NON-DIVERTER

CPV-PB 
(Sweat and Thread)

CPV-PB-PXE 
(PEX Cold Expansion)

CPV-PB-PXC 
(PEX Crimp)

This is engineered to deliver a complete and consistent shower experience. Featuring 
a pressure-balancing and temperature-regulating ceramic cartridge, this shower valve 
ensures water will be delivered without ever becoming scalding hot. Features sweat and 
thread connections. Speakman pressure-balance shower valves inlude solid brass bodies 
with integral stops, allowing water shut-off for valve maintenance. The valves also include 
temperature limit stops, which allow the user to set a maximum temperature level. These 
valves are ideal for use with showerheads from 2.5 to 2.0 GPM.

FEATURES
•	 ASME A112.18.1/CSA B125.1 AND ASSE 1016-certified
•	 Brass body construction
•	 Four-port valve with sweat and thread, PXC or PXE inlet connections (depending on 

model) and sweat and thread shower and tub outlets
•	 Pressure-balancing piston and temperature-regulating ceramic cartridge with  

built-in check stops
•	 Five-year limited warranty

BENEFITS
•	 Adjustable temperature limit stop to control maximum temperature setting
•	 Integral stops allow water shut off for servicing valve 
•	 Supports back-to-back installation

CPT-1001
NEO

CPT-1401

SHOWER VALVE
TRIM COMPATIBILITY

CPT-3001
SENTINEL MARK II

CPT-3401

CPT-3101
LUCID

CPT-3501

CPT-12001
ECHO

CPT-12401

CPT-24000
KUBOS

CPT-24400

CPT-25001
LURA CROSS HANDLE

CPT-25401

CPT-25003
LURA LEVER HANDLE

CPT-25403

CPT-27000
VECTOR

CPT-27400

CPT-4600
DUO

CPT-4640



SPEAKMAN.COMPage 4

Non-Diverter Diverter

THERMOSTATIC VALVES
CPV-T2, CPV-T2-PXE, CPV-T2-PXC, CPV-T2-DV, CPV-T2-DV-PXE, CPV-T2-DV-PXC

DIVERTER

CPV-T2-DV 
(Sweat and Thread)

CPV-T2-DV-PXE 
(PEX Cold Expansion)

CPV-T2-DV-PXC 
(PEX Crimp)

NON-DIVERTER

CPV-T2 
(Sweat and Thread)

CPV-T2-PXE 
(PEX Cold Expansion)

CPV-T2-PXC 
(PEX Crimp)

This valve uses thermostatic technology to blend hot and cold water perfectly, ensuring 
a constant and safe temperature. The thermostatic element delivers superior protection 
against scalding. The valves also include temperature limit stops, which allow the 
user to set a maximum temperature level. These valves are ideal for use with low-flow 
showerheads down to 1.5 GPM.

FEATURES
•	 Brass body construction
•	 Four port valve with sweat and thread, PXC or PXE inlet connections (depending on 

model), and sweat and thread shower and tub outlets
•	 Themostatic element and built-in check stops
•	 Includes rough-in template and 1/2" pipe cap
•	 Certified against ASSE 1016 to perform at flow rates as low as 1.35 GPM
•	 Five-year limited warranty

BENEFITS
•	 Blends hot and cold water via shuttling thermostatic element to ensure constant 

and safe temperature while preventing scalding
•	 Adjustable temperature limit stop to control maximum temperature setting
•	 Integral stops allow water shut-off for servicing valve 
•	 Supports back-to-back installation

CPT-1001
NEO

CPT-1401

SHOWER VALVE
TRIM COMPATIBILITY

CPT-3001
SENTINEL MARK II

CPT-3401

CPT-3101
LUCID

CPT-3501

CPT-12001
ECHO

CPT-12401

CPT-24000
KUBOS

CPT-24400

CPT-25001
LURA CROSS HANDLE

CPT-25401

CPT-25003
LURA LEVER HANDLE

CPT-25403

CPT-27000
VECTOR

CPT-27400

CPT-4600
DUO

CPT-4640



800.537.2107 Page 5

Non-Diverter Diverter

THERMOSTATIC PRESSURE-BALANCED VALVES
CPV-TP2, CPV-TP2-PXE, CPV-TP2-PXC, CPV-TP2-DV, CPV-TP2-DV-PXE, CPV-TP2-DV-PXC

DIVERTER

CPV-TP2-DV 
(Sweat and Thread)

CPV-TP2-DV-PXE 
(PEX Cold Expansion)

CPV-TP2-DV-PXC 
(PEX Crimp)

NON-DIVERTER

CPV-TP2 
(Sweat and Thread)

CPV-TP2-PXE 
(PEX Cold Expansion)

CPV-TP2-PXC 
(PEX Crimp)

Combining both pressure-balance and thermostatic technology, the valve delivers 
superior protection against scalding or freezing water. An included temperature limit 
stop allows you to set a maximum temperature level. A solid brass body provides 
exceptional durability. These valves are ideal for use with low-flow showerheads 
down to 1.5 GPM.

FEATURES
•	 Brass body construction
•	 Four-port valve with sweat and thread, PXC or PXE inlet connections (depending 

on model) and sweat and thread shower and tub outlets
•	 Themostatic element and built-in check stops
•	 Includes rough-in template and 1/2" pipe cap
•	 Certified against ASSE 1016 to perform at flow rates as low as 1.35 GPM
•	 Five-year limited warranty

BENEFITS
•	 Blends hot and cold water via shuttling thermostatic element to ensure constant 

and safe temperature while preventing scalding
•	 Adjustable temperature limit stop to control maximum temperature setting
•	 Integral stops allow water shut-off for servicing valve 
•	 Supports back-to-back installation

CPT-1000-TP
NEO

CPT-5001
SENTINELPRO

CPT-5401

SHOWER VALVE
TRIM COMPATIBILITY
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Two-Way

TWO-WAY TRANSFER VALVES
CPV-TV

TWO-WAY ONLY

CPV-TV 

These valves give you the ability to transition water between two plumbing fixtures 
inside of your shower. The CPV-TV model features a durable, brass valve body and 
ceramic cartridge to handle endless operation in demanding settings.

FEATURES
•	 Brass body construction
•	 Three-port transfer valve with (1) 1/2" female copper sweat inlet (2) 1/2" female 

copper sweat oulets
•	 Transfer valve with ceramic cartridge
•	 Includes rough-in template and 1/2" pipe plug
•	 ASME A112.18.1/CSA B125.1-certified
•	 Five-year limited warranty

BENEFITS
•	 Supports back-to-back installation 
•	 Mounting plate and hardware included

CPT-1183
SENTINEL

SHOWER VALVE
TRIM COMPATIBILITY
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Two- or Three-Way

TWO- OR THREE-WAY TRANSFER VALVES
CPV-TV3, CPV-TV3-P, CPV-TV3-PXC, CPV-TV3-PXE

TWO- OR 
THREE-WAY

CPV-TV3 
(Sweat and Thread)

CPV-TV3-P 
(Press)

CPV-TV3-PXC 
(PEX F1807)

CPV-TV3-PXE 
(PEX F1960)

This valve gives you the ability to transition water between two or three plumbing 
fixtures inside of your shower. The CPV-TV3 model features a durable, brass valve 
body and ceramic cartridge to handle endless operation in demanding settings.

FEATURES
•	 ASME A112.18.1/CSA B125.1 IAPMO-certified
•	 Operating range of 20-80 psi. 
•	 Two- or three-way shower transfer valve with independent outlets
•	 Ceramic cartridge 
•	 Various connection types available: NPT, Press  and PEX - SKUs: 

•	 CPV-TV3 - Sweat or Threaded 
•	 CPV-TV3-P - Press 
•	 CPV-TV3-PXC - PEX Crimp 
•	 CPV-TV3-PXE - PEX Cold Expansion 

BENEFITS
•	 Durable, brass valve body
•	 Mounting plate hardware included 
•	 Pairs with Speakman transfer valve trim

CPT-1110-3
NEO

SHOWER VALVE
TRIM COMPATIBILITY

CPT-1121-3
LURA CROSS HANDLE

CPT-1123-3
LURA LEVER HANDLE

CPT-3131-3
LUCID

CPT-4620-3
DUO

CPT-1124-3
KUBOS
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